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European Conference on Networks and ... - all 2 versions » 
DW Faulkner, A Harmer - 1999 - books.google.com ■ 

... Gigabit Ethernet & CDMA Direct Modulation and Wavelength Division Multiplexing in 
Multimode Fibers for 10 Gbit/s Data Link Applications, FS Choa, Y. Zhao, LM ... 

Re l ated A rt ic l es - Web Searc h - Li br a ry S earch 

Locating a mobile unit usin g si g nals from both mobile beacons and stationary 
beacons - all 3 versions » 

J Nir, B Shayevich, H Cohen, O Perelmuter - US Patent 6,285,316, 2001 - Google Patents 
... 600 millisecond) handover words that are time-variant (these handover words include ... 
the mobile beacon signals and inferring therefrom acommon start time of the ... 

Cited by_6 - Related Articles - Web Search 

Ap paratus and method for calendar based call routin g - all 3 versions » 
S Shaffer, WJ Beyda - US Patent 6,477,374, 2002 - Google Patents 
Page 1. US006477374B1 (12) United States Patent Shaffer et al. (22) Filed: May 1, 
1998 Related US Application Data (63) Continuation-in-part ol application No. ... 

C ited b y 5 - Related Articles - W eb Se arch 

Connection admission control for capacity-varying networks with stochastic 
capacity change times - all 8 versions » 

J Siwko, I Rubin - IEEE/ACM Transactions on Networking (TON), 2001 - portaLacm.org 
... The actual start time of the connection, however, may vary somewhat from 
the reserved start time. The network resources available ... 
Cited b y 8 - Related Articles - Web Search - BL Direct 

Packet Scheduling for Link-Sharing and Quality of Service Su p port in 
Wireless Local Area Networks - all 4 v e r s i o ns » 

L Wischhof, JW Lockwood - Department of Computer Science, Applied Research Lab, .... 
2001 - inet.one.pl 

... 12 3.1.6 Weighted Fair Queuing (WFQ) .... 12 
3.1.7 Start-time Fair Queuing (SFQ) .... 14 ... 
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DISTRIBUTION APPARATUS. AND PORTABLE RADIO ... - all 2 versions » 

T FUJISAWA, H CHIHARA - EP Patent 1,235,452, 2002 - freepatentsonline.com 
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Bandwidth reservation and collision resolution method for multiple access 
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Page 1. United States Patent US006115390A [ii] Patent Number: [45] Date 

of Patent: Chuah [54] BANDWIDTH RESERVATION AND COLLISION ... 
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Data communication device and method for mobile communication system 
with dedicated control channel - all 5 v ersion s » 

YK Kim, JM Ahn, SY Yoon, HW Kang, HS Lee, JS Park, ... - US Patent 6,438,1 19, 2002 - 
Google Patents 

... the channel gain and phase and performing 55 cell acquisition and handoff; 2) paging ... 
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Method for admitting new connections based on usa g e priorities in a multiple 

access system for ... - all 4 versio ns » 

MC Chuah - US Patent 6,226,277, 2001 - Google Patents 

Page 1. US006226277B1 (12) United States Patent Chuah (54) METHOD FOR ADMITTING 
NEW CONNECTIONS BASED ON USAGE PRIORITIES IN A MULTIPLE ... 
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Method for bandwidth sharing in a multiple access system for 

communications networks - all 4 versi ons » 

MC Chuah - US Patent 6,327,254, 2001 - Google Patents 
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Cited by 10 - Related Articles - Web S earch 
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multi ple access syst em for ... - al l 4 v ersions » 

MC Chuah - US Patent 6,377,548, 2002 - Google Patents 

Page 1. US006377548B1 (12) United States Patent Chuah (54) METHOD FOR 

ADMITTING NEW CONNECTIONS BASED ON MEASURED QUANTITIES IN A ... 
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352, 369, 37 0, 4 84, 553, 570, 608, 620, 613, 621, 623, 624, 634, 635, 636, 647, 696, 674, 

810,813,587 

>>>W: 350 is unauthorized 

351 is unauthorized 

352 is unauthorized 

3 of the specified files are not available 

[File 9] Business & Industry(R) Jul/1 994-2007/Aug 22 
(c) 2007 The Gale Group. All rights reserved. 

[File 15] ABI/Inform(R) 1971-2007/Aug 27 

(c) 2007 ProQuest Info&Learning. All rights reserved. 

[File 16] Gale Group PROMT(R) 1 990-2007/Aug 27 
(c) 2007 The Gale Group. All rights reserved. 

[File 20] Dialog Global Reporter 1997-2007/Aug 28 
(c) 2007 Dialog. All rights reserved. 

[File 47] Gale Group Magazine DB(TM) 1959-2007/Aug 14 
(c) 2007 The Gale group. All rights reserved. 

[File 75] TGG Management Contents(R) 86-2007/Aug W2 
(c) 2007 The Gale Group. All rights reserved. 

[File 80] TGG Aerospaee/Def.Mkts(R) 1982-2007/Aug 21 
(c) 2007 The Gale Group. All rights reserved. 

[File 88] Gale Group Business A.R.T.S. 1976-2007/Aug 20 
(c) 2007 The Gale Group. All rights reserved. 

[File 98] General Sci Abs 1984-2007/Jul 

(c) 2007 The HW Wilson Co. All rights reserved. 

[File 1 1 2] UBM Industry News 1 998-2004/Jan 27 
(c) 2004 United Business Media. All rights reserved. 
*File 112: File 112 is no longer updating. 



[File 141] Readers Guide 1983-2007/Jun 
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[File 148] Gale Group Trade & Industry DB 1976-2007/Aug 22 
(c)2007 The Gale Group. All rights reserved. 

*File 148: The CURRENT feature is not working in File 148. See HELP NEWS148. 

[File 160] Gale Group PROMT(R) 1972-1989 
(c) 1999 The Gale Group. All rights reserved. 

[File 275] Gale Group Computer DB(TM) 1983-2007/Jul 24 
(c) 2007 The Gale Group. All rights reserved. 

[File 264] DIALOG Defense Newsletters 1 989-2007/Aug 27 
(c) 2007 Dialog. All rights reserved. 

[File 369] New Scientist 1994-2007/Jul W5 

(c) 2007 Reed Business Information Ltd. All rights reserved. 

[File 370] Science 1 996-1 999/Jul W3 
(c) 1 999 AAAS. All rights reserved. 
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(c) 2007 ProQuest. All rights reserved. 
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(c) 2007 The HW Wilson Co. All rights reserved. 
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(c) 2007 The Gale Group. All rights reserved. 
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(c) 2007 Economist Intelligence Unit. All rights reserved. 

[File 613] PR Newswire 1 999-2007/Aug 28 

(c) 2007 PR Newswire Association Inc. All rights reserved. 
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(c) 2007 The Gale Group. All rights reserved. 
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(c) 2007 The McGraw-Hill Companies Inc. All rights reserved. 

[File 624] McGraw-Hill Publications 1985-2007/Aug 28 
(c) 2007 McGraw-Hill Co. Inc. All rights reserved. 
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(c) 2007 San Jose Mercury News. All rights reserved. 
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(c) 2007 ProQuest Info&Learning. All rights reserved. 
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(c) 2007 The Gale Group. All rights reserved. 
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(c) 2007 CMP Media, LLC. All rights reserved. 
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(c) 2007 Dialog. All rights reserved. 
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(c) 2006 IDG Communications. All rights reserved. 
674: File 674 is closed (no longer updates). 
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(c) 1999 Business Wire . All rights reserved. 

[File 813] PR Newswire 1987-1999/Apr 30 

(c) 1999 PR Newswire Association Inc. All rights reserved. 

[File 587] Jane's Defense& Aerospace 2007/Aug Wl 
(c) 2007 Jane's Information Group. All rights reserved. 
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>>>W: One or more prefixes are unsupported 
or undefined in one or more files. 

0 AU=OHWADA HIDEKI 

0 AU=OHWADA, HIDEKI 

0 AU=OHWADA H? 

9 AU=OHWADA, H? 

SI 9 AU- (OHWADA HIDEKI OR OHWADA, HIDEKI OR OHWADA H? OR 

OHWADA, H?) 
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Processing 
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»>W: I/O error in file 608 
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Processing 

Processing 
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1/3,K/1 (Item 1 from file: 88) Links 

? b 348, 349 

[File 348] EUROPEAN PATENTS 1978-2007/200734 
(c) 2007 European Patent Office. All rights reserved. 

*File 348: For important information about IPCR/8 and forthcoming changes to the IC= 
index, see HELP NEWSIPCR. 

[File 349] PCT FULLTEXT 1979-2007/UB=20070816UT=20070809 
(c) 2007 WIPO/Thomson. All rights reserved. 

*File 349: For important information about IPCR/8 and forthcoming changes to the IC= 
index, see HELP NEWSIPCR. 
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